
Making hard jobs easy ••••since 1919 






NUMERICAL INDEX 


4 Tool Kit. 22 

5B Tool Kit. 22 

5C 3-in-l Screwdriver. 24 

5D 4-in-l Screwdriver. 24 

5-KC Tool Kit. 22 

5-L Fits-All Screwdriver. 24 

6 Standard Nose Pliers. 22 

7 Parrot Nose Pliers. 22 

8 Needle Nose Pliers. 22 

9 Flat Nose Pliers. 22 

10K Pliers Kit. 22 

UK Pliers Kit. 22 

12-KC Tool Kit. 22 

13, 14, 15, 16, 17 "Flex-Tung” Hacksaw Blades. 24 

20 Ratchet Wrench Set. 23 

21 Ratchet Wrench. 23 

21-P Ratchet Wrench and No. 27A Bil. 24 

22 Ratchet Wrench. 23 

23 Ratchet Wrench. 23 

24 Ratchet Wrench. 23 

26 Ratchet Wrench Screwdriver Bil. 23 

27 Offset Ratchet Bit Set. 23 

27A, B. C, D, E, F, G Bits lor No. 27 Offset Ratchet Bit Set. . 23 

27-S Ratchet Bit Set. 24 

27-SP Ratchet Bit Set. 24 

27W r Double End Ratchet Wrench. 23 

28 Extension Handle for Socket Screw Keys. 26 

29 Socket Screw Key Kit. 25 

30 Socket Screw Key Set. 25 

31 Extension Handle for Socket Screw Keys. 26 

32 Offset Jaws. 3 

33 Socket Screw Key Assortment. 25 

Individual Socket Screw Keys. 25 

35 Straight Jaws. 3 

38 Extra Hi-Offset Jaws. 3 

38W r Jaws for White Motors. 3 

49 Trav-L-Rak Auto Clothes Hanger. 21 

55 S. A. E. 3 lb. Washer Assortment. 28 

77 Fan Belt Flipper. 15 

90 Nailpuller. 26 

99 Convertible Hacksaw Frame. 24 

110 Contact Point Wrench.21 

111 Universal Ignition Point Aligning Tool. 20 

112 Ignition Point Wrench. 20,21 

113 Ignition Point Wrench. 20 

114 Ford Governor Spring Adjusting Wrench 

(No. 122 Kit).. 21 

115 Ignition Point Aligning Tool. 20, 21 

116 Voltage Regulator Tool (No. 122 Kit). 21 

117 Offset Screwdriver for Ignition Point Clamping 

Screws (No. 122 Kit). 21 

118 Voltage Regulator Tool (No. 122 Kit). 21 

119 Ignition Kit. 21 

120 Ignition Kit. 21 

122 Ignition Kit. 21 

245 Bar Type Valve Spring Lifter*. 12 

260 Bar Type Valve Spring Lifter*. 11 

300 Valve Spring Lifter. 8 

307 Valve Spring Lifter*. 13 

320 Valve Spring Compressor. 7 

325 Heavy Duty Compressor. 4 

335 Cadillac Compressor. 6 

336 Valve Keeper Inserter. 6 

337 Cadillac Compressor Set. 6 

339 Cadillac Valve Spring Lifter. 6 

374 Valve Keeper Inserter. < 

375 Valve Spring Compressor. < 

376 Valve Keeper Inserter. ‘ 

377 Compressor Set. 7 

380 Valve Spring Compressor. 3 

382 Valve Spring Compressor. 3 

383 Valve Spring Compressor. 4 

385 Valve Spring Compressor. 5 

420 Radio Aerial Pliers. 17 

425 Lamp Bulb Pliers. 19 

428 Hose Clamp Pliers. 19 

430 Door Handle Spring Remover. 18 

435 Door Handle Remover. 18 

444 Lamp Bulb Glove. 20 

502 Valve Guide Driver*. 13 

503 Vacuum Cup Valve Grinder. 14 

504 Adaptor for Valve Grinders. 14 

505 Dual Vacuum Cup Valve Grinder. 14 

505-BF Dual Vacuum Cup Valve Grinder. 14 

506 Vacuum Cup Valve Grinder. 14 

1 


506-BF Vacuum Cup Valve Grinder. . 14 

507 Adaptor for Valve Grinders. 14 

508-G Adaptor for Valve Grinders. 14 

509 Adaptor for Valve Grinder. 14 

510-G Dual Vacuum Cup Valve Grinder. 14 

Rubber Cups for Valve Grinders. 14 

511 Valve Grinding Bushing*. 13 

560 Piston Pin Tool. 15 

565KD Wheel Stud Riveting Die. 17 

567RD Wheel Stud Riveting Die. 17 

569RD W heel Stud Riveting Die. 17 

570RD Wheel Stud Riveting Die. 17 

575RI) Wheel Stud Riveting Die. 17 

A565 Wheel Stud Riveting Die Anvil. 17 

A570 Wheel Stud Riveting Die Anvil. 17 

A575 Wheel Stud Riveting Die Anvil. 17 

B565 Wheel Stud Riveting Die Base. 17 

B570 Wheel Stud Riveting Die Base. 17 

B575 Wheel Stud Riveting Die Base. 17 

S565 Wheel Stud Riveting Die Set. 17 

S567 Wheel Stud Riveting Die Set. 17 

S570 Wheel Stud Riveting Die Set. 17 

S575 Wheel Stud Riveting Die Set. 17 

600 Valve Spring Lifter. 8 

604 Valve Keeper Inserter. 9 

605 Valve Keeper Inserter. 8 

607 Magnetic Valve Keeper Inserter. 9 

608 Valve Keeper Inserter. 9 

609 Magnetic Valve Keeper Inserter. 9 

610 Valve Keeper Receiver. 17 

617 Piston Pin Tool. 15 

618 Piston Pin Tool. 15 

619 Piston Pin Tool. 15 

700 Valve Spring Lifter. 8 

800 Hammer Type Wheel Puller Set. 26 

800B '‘Bingo” Wheel Puller Set. 26 

800C "Bingo” Wheel Puller Set. 26 

804 Axle Puller Set. 27 

805 Adaptor for Axle Puller. 27 

806 Adaptor for Axle Puller. 27 

807 Adaptor for Axle Puller. 27 

808 Adaptor for Axle Puller. 27 

809 Driving Cap for Axle Puller. 27 

810 Percussion-Type Valve Spring Remover. 6 

810-G Driving Head for use on K-D 810. 6 

812 Valve Guide Driver Set. 13 

814 Valve Guide Driver. 13 

815 Valve Guide Driver. 13 

816 Valve Guide Driver. 13 

817 Valve Guide Driver. 13 

818 Valve Guide Driver*. 13 

820 Valve Spring Compressor. 6 

860 Valve Guide Puller Set*. 11 

861 Valve Guide Puller*. 11 

862 Valve Guide Driver*. 11, 13 

865 Vacuum Cup Valve Grinder. 14 

870 Piston Ring Filer. 15 

872 Cutter File for K-D No. 870. 15 

875 Piston Ringer. 15 

890 Piston Ring Expander. 16 

891 Piston Ring Expander. 16 

Adaptor Rings for K-D No. 890 Piston Ring Expander.... 16 

Adaptor Rings for K-D No. 891 Piston Ring Expander. ... 16 

900 Valve Spring Lifter. 7 

917 Valve Guide Driver*. 11 

918 Valve Guide Puller*. 11 

919 Valve Guide Driver*. 13 

920 Valve Guide Puller Set*. 11 

921 Replacement Valve Guide Retainer*. 11 

922 Replacement Valve Guide Retainer*. 11 

923 Adaptor for 920 Set*. 11 

925 Valve Assembly Replacing Tool*. 12 

930 Valve Spring Compressor*. 12 

935 Valve Spring Compressor*. 12 

1118 Valve Grinding Bushing*. 13 

1120 Valve Grinding Bushing*. 13 

1160 Valve Grinding Bushing*. 13 

1260 Valve Grinding Bushing*. 13 

1500 Tire Probing Tool. 19 

K-D "Brite-Steel” W ashers. 28 

Hammer Type W heel Pullers. 26 

"Bingo” W heel Pullers. 26 

Axle Size Chart for W heelpullers. 27 

Tool (".hart for Ford Valve Service. 10 

Replacement Parts. 28, 29 


Tool for Fords. 










































































































































































CROSS INDEX 


VALVE SPRING LIFTERS AND COMPRESSORS 


Tool Chart for Ford Valve Service. 10 

32 Offset Jaws. 3 

35 Straight Jaws. 3 

38 Extra Hi-Offset Jaws. 3 

38W 7 Jaws for White Motors. 3 

215 Bar Type Valve Spring Lifter*. 12 

260 Bar Type Valve Spring Lifter*. 11 

300 Valve Spring Lifter. 8 

307 Valve Spring Lifter*. 13 

320 Valve Spring Compressor. 7 

325 Heavy Duty Compressor. 4 

335 Cadillac Compressor. 6 

336 Valve Keeper Inserter. 6 

337 Cadillac Compressor Set. 6 

339 Cadillac Valve Spring Lifter. 6 

380 Valve Spring Compressor. 3 

382 Valve Spring Compressor. 5 

383 Valve Spring Compressor. 4 

385 Valve Spring Compressor. 5 

600 Valve Spring Lifter. 8 

700 Valve Spring Lifter*. 8 

810 Percussion-Type Valve Spring Remover. 6 

810-G Driving Head for use on K-D 810. 6 

820 Valve Spring Compressor. 6 

860 Valve Guide Puller Set*. 11 

861 Valve Guide Puller*. 11 

862 Valve Guide Driver*. 11, 13 

900 Valve Spring Lifter. 7 

917 Valve Guide Driver*. 11 

918 Valve Guide Puller*. 11 

920 Valve Guide Puller Set*. 11 

921, 922 Replacement Valve Guide Retainers*. 11 

923 Adaptor for 920 Set*. 11 

925 Valve Assembly Replacing Tool*. 12 

930 Valve Spring Compressor*. 12 

935 Valve Spring Compressor*. 12 

Replacement Parts. 28, 29 

VALVE KEEPER TOOLS 

601, 608 Valve Keeper Inserters. 9 

605 Valve Keeper Inserter. 8 

607, 609 Magnetic Valve Keeper Inserters. 9 

610 Valve Keeper Receiver. 17 

VALVE GUIDE DRIVERS 

•>02, 818, 862, 919 Valve Guide Drivers*. 13 

812 Valve Guide Driver Set. 13 

814, 815, 816, 817 Valve Guide Drivers. 13 

VALVE GRINDERS AND VALVE GRINDING BUSHINGS 

503, 506, 506BF, 865 Vacuum Cup Valve Grinders. 14 

504, 50 4 .508-G, 509 Adaptors tor Valve Grinders. 14 

505, 505-BF, 510-G Dual Vacuum Cup Valve Grinders. . . 14 

Rubber Cups for Valve Grinders. 14 

311? 1118, 1120, 1160, 1260 Valve Grinding Bushings*. 13 

PISTON PIN & RING TOOLS 

560, 617, 618, 619 Piston Pin Tools. 15 

870 Piston Ring Filer. 15 

872 Cutter File for K-D No. 870. 15 

875 Piston Ringer. 15 

890, 891 Piston Ring Expanders. 16 


Adaptor Rings for K-D No. 890, 891 Piston Ring Expanders 16 
* Tool tor Fords. 


FRACTIONAL H.P. ENGINE VALVE SERVICE TOOLS 


374 Valve Keeper Inserter. 7 

375 Valve Spring Compressor. 7 

376 Valve Keeper Inserter. 7 

377 Compressor Set. 7 


IGNITION TOOLS AND KITS 


HO Contact Point Wrench. 21 

111 Universal Ignition Point Aligning Wrench. 20 

112. 113 Ignition Point Wrench. 20 


Ford Governor Spring Adjusting Wrench 

(No. 122 Kit)*. 21 

Ignition Point Aligning Tool. 20. 21 

Voltage Regulator Tool (No. 122 Kit). 21 

Offset Screwdriver for Ignition Point Clamping 

Screws (No. 122 Kit). 21 

Voltage Regulator Tool (No. 122 Kit). 21 

119, 120, 122 Ignition Kits... 21 


111 

113 

116 

117 

118 


PLIERS, RATCHET WRENCHES, SCREWDRIVERS, 


SOCKET SCREW KEYS, TOOL KITS 

4, 5B, 5KC, 12KC Tool Kits. 22 

3C 3-in-l Screwdriver. 24 

3D 4-in-l Screwdriver. 24 

3L Fits-All Screwdriver. 24 

6, 7, 8, 9 Pliers. 22 

10K, 1IK Pliers Kits. 22 

—0 Ratchet Wrench Set. 23 

21, 22, 23, 24 Ratchet Wrenches. 23 

21-P Ratchet Wrench and No. 27A Bit. 24 

26 Ratchet W rench Screwdriver Bit. 23 

27 Offset Ratchet Bit Set. 23 

27A, B, C, I), E, F, G Bits for No. 27 Offset Ratchet Bit Set. 23 

27-S, 27S-P Ratchet Bit Sets. 24 

27W Double End Ratchet Wrench. 23 

28, 31 Extension Handle for Socket Screw Keys. 26 

29, 30 Socket Screw Kev Sets. 25 

Individual Socket Screw Keys.,. 25 

33 Socket Screw' Key Assortment. 25 

420 Radio Aerial Pliers. 17 

425 Lamp Bulb Pliers. 19 

428 Hose Clamp Pliers. 19 

430 Door Handle Spring Remover. 18 

435 Door Handle Remover. 18 

GENERAL TOOLS 

13, 14, 15, 16, 17 Flex-Tung*’ Hacksaw Blades. 24 

T9 Trav-L-Rak Auto Clothes Hanger. 21 

77 Fan Belt Flipper. 15 

90 Nailpuller. 26 

99 Convertible Hacksaw Frame. 24 

444 Lamp Bulb Glove. 20 

Wheel Stud Riveting Dies. 17 

W heel Stud Riveting Die Anvils. 17 

Wheel Stud Riveting Die Bases. 17 

W heel Stud Riveting Die Sets. 17 

804 Axle Puller Set. 27 

Adaptors for No. 804 Axle Puller. 27 

809 Driving Cap for Axle Puller. 27 

1500 Tire Probing Tool. 19 

Hammer Type W heel Pullers. 26 

"Bingo” Wheel Pullers. 26 

Axle Size Chart for W heel Pullers. 27 

K-D "Brite-Steel” W ashers. 28 

55 S. A. E. 3 lb. W'asher Assortment. 28 


ADJUSTMENT AND REPAIR POLICY 

We do not authorize the free replacement of any K-D Tools from 
Jobbers stock. Broken, or so-called "defective” tools may be re¬ 
turned prepaid to the factory for repair if possible, or replace¬ 
ment at our option. Repair charges, if any, and return transporta¬ 
tion will be invoiced. Charges depend on the condition of the 
tools and the number of new parts required. 
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K-D TOOLS MAKE HARD JOBS EASY 


OPERATION OF K-D 380 


K-D 380 VALVE SPRING COMPRESSOR 


1. Adjust the jaws to fit the valve 
spring bv turning the wing screw. 
Jaws or arm may be sprung in com¬ 
pressing the spring if this is not done 
carefully. 


NO. 32 OFFSET JAWS 


NO. 35 STRAIGHT JAWS 


L . Hold the compres¬ 
sor as shown, release 
the Ratchet Lock and 
turn the Hand Wheel 
until the Plunger Bar 
is raised as high as it 
will go. 


GEARED ^ 
HAND WHEEL 


RATCHET LOCK 


OPERATING HANDLE 0 

-•*Sy J. Place the Compres- 

sor on motor with the 
\ ^ Operating Handle down 

J and ra ' se l ^ e fi rst spring 

by turning the Hand 
Wheel. When the spring 
is raised the Ratchet 
Lock will be engaged 
and the depth adjust¬ 
ment will automatically 
be set for all the rest of 
the springs. After the 
keepers are out and you 
iroeeed to the next spring, raise the Operating Handle to 
ompressor—do not disturb the Hand Wheel setting. 


Services more than 85% of the L-head and 
valve-in-head motors on the road. Just about 
the most universal compressor on the market. 


' GEARED 
HAND WHEEL 


RATCHET LOCK 


This tool will service all the modern V-8 valve-in-head engines such 
as Buick, Cadillac, Chevrolet, Chrysler, Dodge, DeSoto, Ford, Lin¬ 
coln, Mercury, Nash, Oldsmobile, Packard, Pontiac, Studebaker. In 
addition, it has been used successfully for years on L-head engines 
plus many truck, bus and tractor engines. 

Strong, fast operating, ideal for the general shop. With throat open¬ 
ing of 10" x lO'A" it is adaptable to larger motors if manifolds are 
removed. Adjustable jaws and adjustable plunger (see Operation) 
make it just about the most universal Compressor on the market 
today. It is safe and fast for one man operation. 

No. 380 is equipped with a plunger bar to seat on both flat valve 
heads and the cup shaped valve heads used on White motors. 

Will not service early LaSalle, Cadillac or Lincoln V-type engines 
up to 1949. (See 337, 339 Compressors.) 

Rigid bar steel construction, strongly braced and riveted. Rustproof 
cadmium finish. Worn or damaged parts replaceable. (See Index for 
Replacement Parts.) Two sets of jaws furnished—No. 32 Offset and 
No. 35 Straight. Additional jaws also available. (See No. 38 below.) 


are ready to 
remove the ( 


4. Alter the first spring, 
place the Compressor .in 
position shown, with Op¬ 
erating Handle up. Push 
Handle down to raise 
spring. (In some few mo¬ 
tors. where space is re¬ 
stricted and it is impossi¬ 
ble to use the Handle, all 
springs can of course be 
raised by using the Hand 
Wheel.) 


GEARED 
HAND WHEEL 


Extra Hi-Oflset Jaws not furnished as regular equipment, 
but are available for use on the 380 and other Compressors 
for motors with low manifolds. 


Jaws for White Motors. Use with Nos. 320, .180, 
382, or 325 Compressors. Same as No. 38 jaws but 
altered to prevent striking block in back of valves. 


SEE INDEX, PAGES 1, 2. 















K-D 383 VALVE SPRING COMPRESSOR 



Especially designed to service modern valve- 
in-head engines. Ideal for V-8 Buick, Cadil¬ 
lac, Chevrolet, Chrysler, DeSoto, Dodge, Ply¬ 
mouth, Nash, Oldsmobile, Pontiac, Packard. 
Studebaker, Ford, Lincoln, Mercury. 

Designed to be fast and easy handling on modern valve-in-head 
engines. After plunger bar is set for first spring, remainder are re¬ 
moved or replaced by opening and closing the Operating Handle. 
Will also service many smaller L-head engines if manifolds are 
removed. 

Plunger Bar adjustable for different length springs. Operating Han¬ 
dle locks when closed, permitting use of both hands. 

Heavy bar steel with oil tempered adjustable jaws. Threaded Plunger 
Bar adjustable for different length springs. Operating Handle locks 
when closed, permitting use of both hands. Inside clearance 1W . 
No. 32 Offset Jaws furnished. Additional jaws available (No. 35 
Straight, No. 38 Extra High Offset). See Index for Replacement 
Parts. Net wt. 5 lbs. 

OPERATION OF K-D 383 

1. Adjust the Jaws to the correct spring 
diameter. Compressor could twist and 
may be sprung if this is not done with 
care. 


2. With the Operating Han¬ 
dle in "closed” position, 
raise the first spring by turn 
ing the threaded Plunger 
Bar. This automatically sets 
the depth adjustment for all 
the springs. 






O, After the keepers are 
removed, lower the spring 
by raising the Operating 
Handle and proceed with 
the rest of the valves with¬ 
out disturbing the Plunger 
Bar setting. (In very rare 
cases on L-heads it mav be 
impossible to use the Op¬ 
erating Handle because of 
restricted working space. 
Any spring can, of course 
be raised or lowered by us¬ 
ing the Plunger Bar Screw 
alone.) 
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K-D TOOLS MAKE HARD JOBS EASY 
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K-D 325 HEAVY DUTY COMPRESSOR 




For the BIG Truck, Bus, and Tractor engines. 
One man can operate this rugged, 12" throat 
tool on most engines with manifolds in place. 
Will service both L-head or valve-in-heads. 


Conveniently located Operating Handle eliminates stretching and 
pulling. Unique brake beneath may be preset to lock automatically 
at any height. Adjustable Plunger Bar plus the selection of Jaws pro¬ 
vides flexibility to service valves of any length. Internal pinion and 
rack construction prevents pinched fingers; provides power to spare. 
Lifetime construction. Packed with 3 pairs adjustable, oil tempered 
jaws: No. 35 Straight; No. 32 Offset; No. 38 Extra Hi-Offset. K-D 
38W Jaws for White Motors may be purchased separately. Complete 
instructions furnished. Net wrt. 9Vfc lbs. Worn or damaged parts may 
be replaced. (See Index for Replacement Parts.) 


OPERATION OF K-D 325 



Adjust jaws to fit spring diameter. Set 
Plunger Bar to its full height. Auto¬ 
matic Brake may be pre-set by pushing 
Brake Lever toward jaws. Position Com¬ 
pressor with Plunger Bar on valve head, 
Jaws under retainer. Raise spring to de¬ 
sired height by turning Operating Han¬ 
dle. Remove keepers. Unlock brake (lx* 
sure of this), low r er spring and proceed. 

When the lift is not within the travel of 
the gear and rack mechanism, addi¬ 
tional lift can be gained by lowering the 
Plunger Bar. This feature also provides 
extra versatility to maneuver the Com¬ 
pressor around obstructions. 


SPECIAL FEATURE. In certain engines the lower spring re¬ 
tainer extends below end of valve stem (Autocar). With 325, valve 
is held down and retainer can be raised enough to clear end of 
stem for checking valve-to-tappet clearance with feeler gage. This 
can be done before or after keepers are in. 


SEE INDEX, PAGES I, 2. 4 











K-D 382 VALVE SPRING COMPRESSOR 




Services L-head and valve-in-head engines, 
old or new. Specially developed for working 
in close quarters. 


Between the adjustable Plunger Bar and the Operating Hand Wheel, 
a wide range of adjustments is possible to service valves of all 
lengths. With throat opening of 9W, it is possible on some engines 
to span the manifold, remove, and replace valves without changing 
working position. 

Rigid bar steel construction, strongly braced and riveted. Rustproof 
cadmium finish. 2 sets of jaws furnished—No. 32 Offset and No. 
35 Straight. Additional Jaws also available. See Index for Replace¬ 
ment Parts. Net wt. 8 lbs. 



OPERATION OF K-D 382 



1. Adjust the jaws to the correct spring 
diameter. Compressor could twist and 
may be sprung if this is not done w ith 
care. 


2. Set the Plunger Bar depth to 
slightly more than the length of 
valve by turning the Plunger Bar 
Hand Wheel. 




3. For average adjustment, the line 
on the rear of the Operating Arm 
should be parallel with the edge of 
the frame. Raise the first spring by 
turning the Plunger Bar Hand W heel. 
From there on, raise and lower all 
springs with the pronged Operating 
Hand Wheel. F or extreme ranges, 
judgement must be used in the orig¬ 
inal depth setting of the Plunger Bar 
to avoid twisting the Compressor 
frame. 



K-D 385 VALVE SPRING COMPRESSOR 



For early models of Chevrolet and other small 
valve-in-heads or L-heads with light weight 
valve springs. Also services small British 
motors. 

Originally designed for Chevrolet, but also services other overhead 
motors including early models of Buick, Wisconsin Motors (Models 
VF.4. VF4. AB, and AK single cylinder) and other industrials. 
Services small L-head motors if manifolds are removed. Heavy bar 
steel, with oil-tempered, adjustable jaws. Plunger adjustable by screw 
for different lengths springs. Safety over-center lock permits free use 
of both hands when spring is raised. Inside clearance 4W' x 6W # . 
Rustproof cadmium finish. Net wt., 2 lbs., 11 oz. See Index for Re¬ 
placement Parts. 

OPERATION OF K-D 385 


1. Adjust the jaws to the diameter of the 
spring to be raised. Raise Plunger Screw 
to its full height. 


2. With the Operating Handle down, raise 
the first spring bv turning the Plunger Screw 
down. This is essential and automatically sets 
the depth of the Plunger Screw' for the re¬ 
maining springs and avoids damage to tool. 


3. Remove the Compressor from the first 
spring by raising the Operating Handle. Pro¬ 
ceed to the rest of the springs, using the Op¬ 
erating Handle only. (On motors where space 
may not permit the swing of the Operating 
Handle, use the Plunger Screw' to raise and 
lower spring.) 






5 SEE INDEX, PAGES 1, 2. 
















K-D 337 CADILLAC COMPRESSOR SET 




For all Cadillac and LaSalle V-8 engines from 
1936 to 1949. Specially designed for shops 
specializing in Cadillac valve service. 


Set consists of No. 335 Valve Spring Compressor and No. 336 
Valve Keeper Inserter. Mechanic can remove and replace all valves 
without walking from side to side. All left hank valves are removed 
from the right side and vice versa. Sturdy construction of heavy 
stampings and cast steel, Brake provides instant, positive locking at 
any height. Complete instructions furnished. Net wt. 8 lbs. 4 oz. 
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K-D 339 CADILLAC VALVE SPRING LIFTER 



RESTS ON 
HEEL OF CAM 



For occasional service on all Cadillac and l«i- 
Salle V-8’s from 1936 to 1949. Low Priced. 


Valve spring retainers removed and replaced with safety and without 
walking from side to side for each valve. All right bank valves re¬ 
moved while standing on left side, and vice versa. Sturdy, all steel 
construction with positive ratchet wrench action. Will give a life¬ 
time of service with normal handling care. Rustproof cadmium 
finish. Complete instructions furnished. Net wt. 12 oz. 

\= ___ / 
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K-D 810 PERCUSSION-TYPE 
VALVE SPRING REMOVER 




To remove springs on Chevrolet and other 
valve-in-head engines not equipped with rub¬ 
ber oil seals. Bounces keepers out as fast as 
Vou can move from one spring to the next. 


Tool consists of a long machined bar with counterbored driving 


head on one end, plus a heavy sliding percussion hammer. Also 
equipped with a swinging clevis to convert it into a puller for stuck 
valves (see i 11 us. below). With No. 815 Valve Guide Driver pur¬ 
chased separately it becomes a valve guide driving tool. Rustproof 
cadmium finish. 20%" long. Net wt. 5 lb. 



810-G 


Driving Head for larger motors such as Interna¬ 
tional K-8. K-10, k-11 and others with spring 
retainer 1 W diam. or less. Not equipped with 
clevis for pulling stuck valves. Net wt. 14 oz. 
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K-D 820 VALVE SPRING COMPRESSOR 




For replacing valve springs on Chevrolet#* 
(heads on or off). Not necessary to remove 
rocker arm assemblies. 


Designed especially to replace the angled valve springs in Chevrolet, 
engines, this tool can be used to replace springs in most all over¬ 
head engines within its capacity. Moving operating handle up opens 
jaws; moving it down closes and locks jaws, keeps spring safely 
compressed. Oil tempered adjustable jaws, heavy bar steel frame. 
Safe, one man operation, makes a difficult job easy. Rustproof 
cadmium finish. Net wt. 2 lb. 

OPERATION OF K-D 820 



Actual shop illus. (above) shows the 820 replacing one of the valve 
springs in a Chevrolet motor. The compressed spring is placed on 
the valve. Install keepers. Opening the jaws of the compressor allows 
spring to expand, engaging keepers in correct position on valve 
stem. Proceed to next spring. 



SEE INDEX, PAGES 1,2. 6 























P TOOL 


K-D 377 COMPRESSOR SET 




For all basic models of Briggs and Stratton 
engines, also Clinton engine Models 300, 
700, and 1100. Set consists of No. 375 Valve 
Spring Compressor and No. 376 Valve Keeper 
Inserter. Only these two tools required to 
service both pin and split keeper locked valve 
springs in the basic standard engines. 


This set has been perfected to simplify valve servicing on the basic 
standard models of Briggs and Stratton engines. Both tools are Ap¬ 
proved for Briggs and Stratton Equipment Dealers. 

No. 375 Compressor is a compact dependable tool, with cor¬ 
rectly tempered adjustable jaws, 8" long. Services all basic models 
Briggs & Stratton and also Clinton engine Models 300, TOO, and 
1100. (See K-D 374 Inserter for Clinton.) Easy turning handwheel 
actuates a screw which opens or closes jaws. Special feature for pin 
locked valve springs: A Stop within the upper jaw swings forward 
for use on the small springs of the pin locked valves. This Stop 
"cocks” spring, making it easy to replace. The Stop alone makes 
the use of other tools unnecessary. (Swings back out of the way 
when not in use.) Complete operating instructions furnished. Net 
wt. 1 lb., 5 oz. 

No. 376 Inserter is a lightweight, double end tool. The formed 
end is for removing and inserting pin-type locks, centering them 
automatically in the valve stem. Pushing down on the tool after pin 
is engaged frees inserter. The other end has a small magnet for replac¬ 
ing the split-keeper-type locks used in the larger engines. Because of 
the small clearance in the valve chamber, only one keeper is replaced 
at a time. The magnet is also handy for retrieving pins or keepers 
that may fall into the valve chamber. 6V£" long, net wt. Vfe oz. See 
K-D 374 Inserter for Clinton engines. 



K-D 374 VALVE KEEPER INSERTER 




For installing horseshoe valve locks in Clin¬ 
ton fractional h.p. engines. 


Keepers placed on small jaw magnet for replacing. Lightweight, 
6V6" long. Companion tool to K-D 375 Compressor, and similar to 
K-D 376, with larger jaw. Net wt. 1 oz. 


\ / 
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K-D 320 VALVE SPRING COMPRESSOR 



For many large truck, bus, and tractor 
motors. 


11" x 14" inside clearance. Auto¬ 
matic ratchet lock engages in 8 
positions, allows free use of both 
hands when spring is raised. Spring 
compressing attachment for all sizes 
of springs. Heavy bar steel, rigidly 
reinforced. One pair No. 35 Straight 
Jaws and one pair No. 32 Offset 
Jaws furnished. No. 38 Extra Hi- 
Offset Jaws can be used but are not 
furnished. Worn or damaged parts 
replaceable. (See Index for Re¬ 
placement Parts.) Net wt. 10 lbs. 
6 oz. 
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K-D 900 VALVE SPRING LIFTER 




"Hi-offset”, scissors-type for fast under fender 
operation on manv L-heads with manifolds on. 


Only 8 3 A" long, the 900 allows plenty of 
working space and clear view of valve. 
Just right for late L-head models 
Chrysler, DeSoto, Dodge, Plymouth, 
Oldsmobile, Packard. Hudson, Terraplane. 
Studebaker, Dodge truck, etc., with mani¬ 
folds on! Note ample working space and 
good clear view of valve in photo and dia¬ 
gram. Rustproof cadmium finish. (See In¬ 
dex for Replacement Parts.) Net. wt. 1 lb. 







I 















K-D 700 VALVE SPRING LIFTER 


OPERATION OF K-D 600 




Especially designed for deep-set L-head mo¬ 
tors, over or under fender. Ideal for all 
Chrysler-built L-heads also Ford 6 cyl. 1948- 
52 incl. 


Compact, (only 8" long) the K-D 700 provides plenty of easy lift. 
Allows ample working space and clear view of all valves. Designed 
with special attention toward allowing easy replacement of valve 
locks. 

Comfortable, 6 prong, easy turning handwheel actuates a screw 
which raises and lowers upper jaws, providing automatic locking 
in any position. Jaws are adjustable by means of thumb screws, 
and are correctly tempered for long service life. Rustproof cadmium 
finish. Net wt. 1 lb. 

OPERATION OF K-D 700 


Adjust jaws to width by turning 
thumb screws. Release ratchet, and 
place lifter in position with cup 
shaped jaws under the spring. Com¬ 
press handles, raising spring to 
height desired. Automatic ratchet lock holds lifter in place, allows 
free use of both hands. To release, kick ratchet lock forward, 
allowing spring to descend. 

N / 
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K-D 300 VALVE SPRING LIFTER 



Original K-I) Lifter for l-heads. 

Still a very popular tool. 11" long, with safety ratchet lock and 
interchangeable jaws. No. 300 has 6 jaws, as shown and weighs 
1 lb., 11 oz. net. When ordering extra jaws, please use correct 
letters as indicated. 





Adjust jaws to fit spring and tappet with thumb screws. By turning 
handwheel counterclockwise, jaws are brought together so lifter 
may be positioned. Place cup shaped upper jaw under spring, lower 
jaws on tappet block. Turn handwheel in a clockwise direction 
raising spring to desired height. Lifter locks automatically at any 
height, allows free use of both hands after the spring is raised. 

\ _ / 
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K-D 605 VALVE KEEPER INSERTER 



K-D 600 VALVE SPRING LIFTER 



A strong dependable lifter for general shop use. 10" long, its ad¬ 
justable oil tempered jaws are parallel in action. 

Improved ratchet lock release on lower handle for convenience on 
most motors. Just the right tool for many Automotive, Industrial, 
and Marine motors where operation in a horizontal position is 
possible. See illustration. Rustproof cadmium finish. (See Index 
for Replacement Parts.) Net wt. 15 oz. 


For handling split keepers with O.D. not less 
than 7/16", I.D. or valve stem diam. not 
greater than 3/8". 

An easy loading, fast operating Keeper Inserter that handles nearly 
all types of split keepers, large or small. Made of light weight sheet 
steel, it is easy to handle, and supports itself on the valve stem; 
both hands are free to operate the lifter. Sturdy, correctly tempered 
springs. Rustproof cadmium finish. 7" long, net wt., 4 oz. 


OPERATION OF K-D 605 



The simplicity of loading is illustrated in the above photo. Pressure 
on thumb pad opens jaw, and a strong spring holds keeper when 
pressure is removed. At the right, the self supporting 605 being 
placed on the valve stem, keepers in correct position. 



SEE INDEX, PAGES 1,2. 8 
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K-D 607 VALVE KEEPER INSERTER 
MAGNETIC 



An easy loading fast operating Inserter for the one size split keepers 
used on most all later model L-heads. Special spring steel fingers 
on the jaws hold keepers securely, make loading simple, fast. Self 
supporting on valve stem, leaving both hands free. Will not drop 
keepers if properly loaded and positioned on valve stem. Stream¬ 
lined. aluminum alloy construction. No. 608 is long enough to 
reach remote valves on Chrysler motors, thin enough to clear lower 
spring retainer and tappet on Ford motors. 8" long. Net wt. 2 oz. 
See Index for Replacement Farts. 


For the one size, conventional split keeper 
used in most later model L-head motors. 


Services Cadillac, Chevrolet, Chrysler, Dodge, 

DeSoto, Plymouth, Ford, Mercury, Lincoln, 

Hudson, Kaiser-Fraser, Oldsmobile, Packard, also 
truck and tractor motors using this size keeper, 

(at right). 

This magnetic jaw inserter is fast, easy loading, self-supporting on 
the valve stem. Its streamlined aluminum alloy construction is long 
enough to reach remote valves, as on Chrvsler-built L-heads, and 
thin eViough to clear lower spring retainers and tappets on Ford- 
built motors. Jaws are shaped to the diameter of the keepers. Load¬ 
ing is easy, keepers are automatically and properly aligned for the 
valve stem. Permanent magnets are strong, hold keepers securely. 
Tool also useful for picking up small metal objects that fall into 
inaccessible places. 8" long. Net wt. 2 oz. 

OPERATION OF K-D 607 





2. On the valve stem. Tool is self supporting. When spring is let 
down, keepers stay locked on valve stem, tool slides off. 


) 
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K-D 608 VALVE KEEPER INSERTER 




A non-magnrtic tool for the one-size conven¬ 
tional split keeper used in most later model 
L-head motors. 


Services Cadillac, Chevrolet, Chrysler, Dodge, 
DeSoto, Plymouth, Ford. Mercury, Ford 6. Big 
Ford Truck, Lincoln. Hudson, Kaiser-Frazer, 
Oldsmobile, Packard, also truck and tractor motors 
using same size keeper as shown, right. 





604 


Similar to K-D 608. For installing split keepers 
on 7/16" diam. valves used on following trucks. 


For Dodge Models R. T. V, Y (1948-53): Mack Engine Models 
EN-331, EN-377, EN 401. White Engine Models 120A. 140A, 
150A, 250A, 260A. 280A. 290A. Exactly like K-D 608 with larger 
jaw opening. Easy loading, self supporting on stem. 8" long. Rust¬ 
proof finish. Net wt. 4 oz. 

OPERATION OF K-D 608 AND 604 


1 . The correct way to load this tool is the easy way. 


LOAD LEFT JAW FIRST-Insert 


TOOL PROPERLY LOADED- 

keeper behind rear spring 


both keepers pressed t _ ^ 

linger and press into place 


into place 








2. On the 

valve stem. 

Streamlined 
for deep 
reach. 

N / 
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K-D 609 VALVE KEEPER INSERTER 



Specially designed to handle this type keeper. For free type valves 
on Ford 150 h.p. Trucks (8 cyl. 8EQ engines) AND 110 h.p. 6 cyl. 
(8MTH engines) Ford Trucks, and other Ford engines where free- 
type exhaust valves are installed. Also services Massey-Harris 
Pony” and Allis Chalmers Model G Tractors. 

Only 4 1 /fe" long, keepers are quickly aligned on the small jaw mag¬ 
nets. Self supporting on the valve stem. Very handy for picking out 
keepers that drop into valley when lifting spring. Net wt. 1 oz. 

\ ___ / 
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K-D 610 VALVE KEEPER RECEIVER 



Fits around tappet between jaws of 
lifter and prevents keepers falling 
into crankcase when spring is raised. 

Extra safety feature—high guard 
walls telescope when handles are compressed, open 
again when 610 is around tappet. Use with K-D Lifters. 
Rustproof cadmium finish. 4" long, net wt., 4 oz. 
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K-D TOOLS for FORDS 




K-D Tool Chart for Ford Valve Service. 

The correct tool combinations for removing and replacing 
valves in all Ford-built motors since 1928. 


MODELS 

TO REMOVE 

TO REPLACE 

MISCELLANEOUS 


4 CYLINDER 


1928-32 

307 Lifter 

502 Driver 

307 Lifter 

51 1 Bushing 

1939-48 Tractor 
& Truck 

920 Set 

925 Replacer 

930 Compressor 
1118 Bushing 

1948-52* Tractor 

920 Set 

245 Lifter or 

925 Replacer 

930 Compressor 

11 20 Bushing 

OHV Tractor 

380 Compressor 

380 Compressor 

— 


6 CYLINDER 


1941-47 

920 Set with 

923 Adaptor 

925 Replacer 

930 Compressor 
1118 Bushing 

1948-52 L-Head 

700 Lifter 

700 Lifter 

607 608 Inserter 

609 Inserter for 
free type valves 

OHV since 1953 

380 Compressor 

380 Compressor 

— 


V-8 CYLINDER 


1932-33 

245 Lifter 

818 Driver 

245 Lifter 

1118 Bushing 

Lincoln Zephyr 

920 Set 

925 Replacer 

930 Compressor 
1118 Bushing 

1934-47 (incl. Mer¬ 
cury) except 60 h.p. 

920 Set 

245 Lifter or 
925 Replacer 

930 Compressor 
1118 Bushing 

1937-40 60 h.p. 

260 Lifter 

860 Set 

260 Lifter 

930 Compressor 

1 1 60 Bushing 

1948-53 Ford & 
Mercury* 

920 Set 

245 Lifter or 
925 Replacer 

930 Compressor 

1 1 20 Bushing 

1948-51-145 h.p. 
Truck & Lincoln* 

930 Compressor 
935 Compressor 

935 Compressor 
930 Compressor 
607, 608 Inserter 

609 Inserter for 
free type valves 

OHV—ALL 

380 Compressor 

380 Compressor 

— 

* 1948 & LATER 
Optional service 
individual valves 
without removing 
guides 

930 Compressor 

930 Compressor 
607/ 608 Inserter 

609 Inserter for 
free type valves 


Each of these K-D Tools for 
Fords is fully described within 
this catalog. See Index 



380 Compressor 700 Lifter 



(917 Driver, 
918 Puller) 



923 Adaptor 
(Used with 
920 Set) 



260 Lifter 



511, 1118, 

1120, 11 60 
Valve Grinding 
Bushings. 



307 Lifter 



Compressor Compressor 



607 , 608 Inserter 609 Inserter 



502 Driver 818 Driver 
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K-D 920 VALVE GUIDE PULLER SET 




For all Ford-built motors 1934-53 where 
valves are serviced by removing entire guide 
assemblies. Exception: 1937-40 60 h.p. See 
K-I) 860 Set. 


Set consists of one 917 Valve Retainer Driver, one 918 Valve Guide 
Puller, one set of 16, No. 922 Valve Guide Retainers. Steel jaw 
plate on puller replaceable. See Index for Replacement Parts. 


This set applies the only correct mechanical principle to the diffi¬ 
cult job of removing ''frozen” guides from Ford-built motors, 1934 
and later. Gets right over the point of resistance and pulls straight 
up . . . removing assemblies without damage or delay, no matter 
how tightly they are stuck! Correctly designed and strongly made 
of drop-forged and tool steel. Quick and easy to operate—often 
pays for itself on first job. 920 Set net wt., 7 lb., 8 oz.; 917 Driver 
1 lb., 6 oz.; 918 Puller 6 lbs. 

OPERATION OF, K-D 920 SET 


1. Place 917 Driver with hook 
end engaged in retainer hole. 

Allow spring retainer (lower one) 
to remain in place. Strike handle 
of Driver squarely and firmly, 
but not too hard. Continue driv¬ 
ing until retainer is removed. 

The retainer rests in a counter¬ 
bore in block, and must be 
"forged”out slowly. If guides are 
stuck tight, damage to guides 
may result if first few hammer 
blows are too hard. While this 
method will probably damage retainers, the time saved will more 
than pay the small cost of new retainers. (See No. 921, 922.) 




FITS AROUND VALVE 
HEAD AND BEARS ON SEAT. 

•Dotted fine lkoun position of 
vatve aiiemlrty vken puffed, up. 

FITS BETWEEN 
COILS UNDER GUIDE! 


923 


Adaptor for 920 Set to service Ford 6 
cyl. (to late ’48). In Ford 6 eyl. motors 
the intake valves are larger than the ex¬ 
haust and will not rise inside the cup of 
the 918 Puller. The No. 923 Adaptor is 
made for these valves and must be used on the Puller 
to service Ford 6 cyl. motors. Adaptor is not included 
with the 920 Set. Must be ordered separately. Net wt 
SV 2 oz. 



_ / 
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K-D REPLACEMENT VALVE GUIDE RETAINERS 




In removing retainers with K-D 917 Valve Guide 
Driver, they are "forged out” and bent bcvond sal¬ 
vaging. The time saved in this operation more than 
pays the small cost of new retainers. No. 922 fits 
Ford V-8, Mercury, Ford 4 and 6 cyl.. Ford Tractor. 
Boxed per 100 plated only. Also available in bulk, 
plated or unplated, 3000 up. 




Valve Guide Puller Set for removing valve guide as¬ 
semblies in Ford V-8 60 h.p. only. This set is same in 
mechanical principles as 920 Set, but smaller. Con¬ 
sists of one 861 Valve Guide Puller, one 862 Valve 
Guide Driver. 860 Set, net wt. 5 lbs. 861 Puller, 
4 lbs., 4 oz. 862 Driver, 11 oz. 
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K-D 260 VALVE SPRING LIFTER 



Z. After retainers are removed, place Puller in position shown 
with the hardened steel jaw plate between spring coils and under 
guides, and pressure cup on block casting around valve head. When 
screw handle is turned, jaw plate bears on the bottom of guides 
and assembly is pulled straight up and out, no matter how tight. 
Cup has sufficient internal clearance to allow valve head to rise 
inside as assembly comes up. Set works fast, easy—usually removes 
ALL valves in less than 30 minutes. Hardened steel Jaw Plate can 
be replaced if damaged or broken. Shipped with rivets, easy to in¬ 
stall. See Index for Replacement Parts. 



Fur replacing assemblies Ford V-8, 60 h.p. 


Strong channel steel, hardened, but not to be used on "frozen” 
guides. Especially recommended for use with K-D 860 Set, but 
not in place of it. Rustproof cadmium finish. Net wt., 1 lb. 2 oz. 
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K-D 245 BAR TYPE VALVE SPRING LIFTER 


K-D 930 VALVE SPRING COMPRESSOR 



245 


ror replacing valve guide assemblies in Fowl 
V-8 and Mercury motors. 


An ideal companion tool to 920 Set for replacing retainers. Not 
for removing! Forged from chrome vanadium steel, correctly de¬ 
signed, properly tempered. 30" long with identical jaws at each 
end. Rustproof cadmium finish. Net wt. 3 lbs., 8 oz. See No. 925 
for Lincoln-Zephyr, No. 260 for 60 h.p. V-8s. 

NOT to be used for prying out "frozen” valve guides. 
Guarantee voided if used in this manner. 

OPERATION OF K-D 245 


Replace serviced assembly in guide bore with the split between 
the guides running crosswise in motor, so that each half of the guides 
is gripped by the jaw of the bar lifter. Insert the jaw of the 245 
between the coils of the valve spring, engaging the shoulder cast 
on the bottom of the guides. Raising up on the handle of the lifter 
pulls the guide down . . .permitting installation of the valve guide 
retainer. It’s fast and easy. 


K-D 935 VALVE SPRING COMPRESSOR 



935 


ror removing valve springs on 1949-50 Lin¬ 
coln and 150 h.p. Ford Truck Models F-7, 
F-8. Must be used with K-D 930 Compressor. 


Due to small clearance, the K-D 935 Compressor must be used to 
remove valve springs from the motor before other work can be 
done on valves and hydraulic lifters. With the K-D 935 y°ii can 
slide springs out, and in again, making this difficult job easy. Safe, 
one-man operation. Oil tempered jaws, heavy bar steel frame. 
Moving operating handle down compresses spring, locks jaws. Net 
wt., 2 lb. See Index for Replacement Parts. 
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1. For use with K-D 935 Compressor to raise 
valve springs & remove keepers on 1949-50 
Lincoln & 150 h.p. Ford Truck Models F-7, 
F-8. 

2. For disassembling & assembling Ford & 
Mercury V-8 valve assemblies, 1934-53. 

3. Also for servicing individual valves on 
1949-53 Ford & Mercury V -8 motors, with¬ 
out removing guides. 


This tool is built with all the time proven characteristics of K-D 
Tools. It is sturdily constructed, easy to use, one-man operated. 
Heavy bar steel frame with oil tempered, adjustable jaws. Plunger 
adjustable by plainly marked screw for different horsepower motors. 
Automatic, safety over-center lock permits full use of both hands 
when spring is raised. Grip block on back of frame used to hold 
compressor in vise when disassembling and assembling Ford and 
Mercury Valve Guide Assemblies. Net wt.. 2 lbs., 8 oz. See Index 
for Replacement Parts. 

SERVICING VALVE GUIDE ASSEMBLIES 


After valve assembly is removed from 
motor, use K-D 930 (gripped in bench 
vise) for disassembling and assembling. 
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K-D 925 VALVE ASSEMBLY REPLACING TOOL 


25 



For Fords, where there is no "heel” to rest a 
bar lifter. 


Designed for Lincoln-Zephyr, this 
tool will also service Ford 4, 6, 
and V-8 (except 60 h.p. and 150 
h.p. Trucks 1949-51). Hooks on 
head stud. Downward pressure on 
handle pulls assembly down per¬ 
mitting installation of retainer. 
Channel and tool steel construction. 
Extension handle for extra leverage. 
Rust proof cadmium finish. 21" 
long. Net wt. 3 lbs. 

Not to be used for prving out 
"frozen” valve guides. Guar¬ 
antee void if so used. 


SEE INDEX, PAGES 1, 2. 
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For "A” and "B” Ford# only. 


The most efficient tool for removing and replacing these valve 
springs. Parallel jaw action. "Walks” spring right in or out, as 
shown in illustration. Sturdy, dependable. Net wt., 12 oz. 


Driver for Ford Models V-8-85, 1932 and 1933. Long 
enough to drive guides completely out of the bores. 
Net wt., 10 oz. 


Driver for Ford V-8-60 only. Designed to drive guides 
down only far enough to permit the removal of the 
guide retainer. It will not drive guides completely out 
of the bores. Net wt., 11 oz. 
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Driver for Ford V-8-85 (early models) and Lincoln- 
Zephyr. Drives guides down only far enough to permit 
the removal of the guide retainers. No. 919 cannot be 
used on later motors because their heavy valve springs 
will not allow r valves to rise high enough to allow 
insertion. Use No. 917. Net wt., 11 oz. 


Valve Guide Driver . . . Pilot diam. 7/16' . Body 
diam.—.675". Individually boxed. Net wt., 11 oz. 


K-D 812 VALVE GUIDE DRIVER SET 


Driver for Ford Models A and B. Long enough to 
drive guides completely out of the bores. Net wt.. 11 oz. 


No. 502 
No. 818 


No. 862 
No. 919 


Body diameter .8105". for British Ford 8 11. P. Net 
wt.. 2 V 2 oz. 


260 


A kit of popular sizes to service 90% of all 
the ears and small trucks on the road today. 
Pilot diameters: 5/16 inch, 11/32 inch, 3/8 
inch. 7/16 inch. 


Solid, stepped down steel bars precision machined for accurate (it. 
correctly tempered. Numbers 814, 815. 816. 817 packed as No. 
812 Set in plastic kit as shown, or, individuallv boxed. Each 6 3 /4" 
long. Net wt., 2 lbs. 8 oz. Set. 


Valve Guide Driver . . . Pilot diam. 3/16". Body 
diam.—.485". Individuallv boxed. Net wt., 9 oz. 


Valve Guide Driver . . . Pilot diam. 11/32", Body 




Valve Guide Driver . . . Pilot diam. 3/8". Body 
diam.—.615". Individuallv boxed. Net wt.. 10 oz. 


K-D VALVE GRINDING BUSHINGS 


For taking place of guides while grinding 
valves in Ford Motors. Accurately ma¬ 
chined, hinged, one piece bushings, sizes 
for all Ford-built motors. Valve installed 
as shown in cut. Used when grinding 
valves, also in place of guides w hen es¬ 
tablishing stem-to-tappet clearance. Jump¬ 
er spring attached. Nos. 1118, 1160. 511, 
1260 for Fords using mushroom-end 
valves up to 1949. 1918-53 Ford, Mer¬ 
cury and Tractor use No. 1120 below. 


1 1 ftA For 1949-53 Ford and Mercury V-8’s—one piece, 
I Z.\J solid bushing. Jumper spring attached. Body diam. 

1.030", net wt., 5 oz. 


Body diameter .591", for Ford A and B. Net wt., 3 oz. 


1 Tj 1 Q Body diameter 1.029", for Ford V-8, Mercury, Lin- 
I 0 coln-Zephyr, Tractor, Ford 4 cyl., and Ford 6 cyl. Net 
wt., 4 oz. 


11/^ Body diameter .8505", for Ford V-8-60 h.p. only. Net 
I 0U wt., 3 oz. 


For driving out "frozen” Ford valve guides. Well made, 
drop-forged tools, correctly designed. 


K-D VALVE GUIDE DRIVERS 













K-D VACUUM CUP VALVE GRINDERS 


For haud grinding flat head, unslotted valves. The synthetic 
rubber vacuum eups are impervious to oil, grease, gasoline 
and atmospheric conditions. They are made with thin walls 
for greater suction in 5 sizes, adaptable to valve heads up 
to 1 Vfc" diameter. Cups are replaceable. See Adaptors and 
Rubber Cups below. 


Grinder is a popular low-priced tool for Ford-built 
and many other valves. Synthetic rubber suction cup. 
1%" diam. Cup replaceable. Net wt., 2 oz. 


506BF 


Grinder like 506. but with 15/16" diameter 
cup. For British Ford and many small American 
motors, including many small industrial motors. 
Net. wt.. 2 oz. 


Grinder lor all Ford built motors using valves with 
head diameter of \W —such as Ford models A, B. 
4 cyl., V8. and V12. Grinder is equipped with 1 W 
diameter cup and metal retaining ring having inside 
diameter of 9/16" to fit over valve head preventing 
rubber cup slipping off center while grinding. Metal 
flange keeps hands from sliding down wooden han¬ 
dle. Net wt., 4 oz. 


Grinder in use. Notice 
how cup stays on center. 


Grinder— Same design as 503 having cup diameter of 
1 1/16" for Ford V-8-60. Inside diameter of metal 
retaining ring 1 5/16" for 114" diameter valve head. 
Net wt., 4 oz. 


505 

505BF 

510G 


Dual Grinder with cups 1 W and 1 W can be used 
on many valve sizes. Synthetic rubber suction cups, 
but no metal retaining ring like 503 above. Cups 
replaceable. Net wt., 3 oz. 

Dual Grinder, like 505 but with 15/16" and 
1 1/16" diam. cups for all types small motors— 
industrial, etc. Net wt.. 3 oz. 

Dual Grinder for 1" and 114" diameter valve heads. 
Cups 13/16" and 1 1/16" diam. for use on many 
small valves. Net wt., 3 oz. 
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and other unslotted valves. S; 
cup and metal retaining ring 
ping off center while grindin 
Net wt.. 2 oz. 


vacuum Cup. Plain synthe 
1V6" diam. Net w^.. V 2 oz. 


vacuum Cup lor 1 diam. 
Cup diam. 13/16". Net wt.. 


Vacuum Cup. Plain synthet 
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RUBBER CUPS FOR VALVE GRINDERS 


Rllhhpr Supplied in the following diameters: 13/16", 
IXUUUCI 15 / 16 " i 1/16", I l/ 8 ", I 3/8". When 


ordering, be sure to specify cup diameter. 
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K-D 870 PISTON RING FILER 


K-D 875 PISTON RINGER 



A portable rotary Filer for sizing any make, any type, and size of 
piston ring, and doing it with machine shop precision. Ring is held 
against the calibrated gauge plate. When crank is turned, both ends 
of the ring are filed at the same time. Human error is eliminated 
and you’re sure of a parallel workmanlike job. Six inch continuous 
cutting stroke. Saw teeth on edges of cutter can be used as rotary 
hacksaw for slotting piston skirts, etc. Cutter milled to maximum 
sharpness and correctly tempered. Easily replaced. Net wt. 2 lbs.. 
12 oz. 


OPERATION OF K-D 870 



Ring is held against calibrated gauge plate as shown. Turning crank 
files bolh ends of ring at same time guaranteeing a parallel, work¬ 
manlike job. 



872 


Cutter File. For use on 870 above. Select tool steel, 
correctly tempered for long service. Net wt., 1 oz. 


\ _/ 
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K-D 77 FAN BELT FLIPPER 



Quickly, easily removes, installs V-type fan belts without necessity of 
disturbing pulley settings. Ideal for Ford A. B, V-8-85, Mercury, 
Lincoln-Zephyr. Straight end removes, hooked end installs. Net wt.. 
7 oz. 


A handy, pocket-size tool which removes and installs all makes, 
types and sizes of piston rings up to 4 #/ diameter. Light, but strongly 
built, with correctly tempered springs. Net wt. 3 oz. 

OPERATION OF K-D 875 



To Remove Rings— The Ringer is placed on the ring with the 
spreaders in the ring opening, as shown left above. When the han¬ 
dles are compressed, the ring will be expanded and can be removed 
top or bottom from the piston. Saves rings, fingers. 

To Install Rings —The gripping jaws of the Ringer are opened as 
shown right above and the ring is placed in the jaws, against the 
pins with the spreader in the opening. When the handles are com¬ 
pressed, the ring will be expanded and can be installed. 
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K-D PISTON PIN TOOLS 



Necessary tools for installing and removing wrist pins in 
Ford and other motors using center split ring pin lock. 
Tapered end expands split ring in rod. allowing easy inser¬ 
tion of pin. Tools threaded in center for removal after pin 
is installed. Alloy steel, hardened and ground to accurate fit. 

Fin Tool, Ford A and B. Diameter .997". Net wt., 
2 lbs. 

Pin Tool, for 1949 Ford & Mercury V-8’s. Diameter 
.747". Stud size 9/32". Net wt., 13 oz. 

Pin Tool, Ford V-8-85. Mercury. Lincoln-Zephyr and 
all other late models using split ring center lock only. 
Not for V-8-60. Diameter .747". Stud size 7/16". Net 
wt.. 13 oz. 

Pin Tool, for Studebaker Champion since 1939. 
Diameter .747". Stud size 5/16". Net wt., 13 oz. 


560 

617 

618 

619 


\ 
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7*4 inch—for use with No. 890. Net wt., JO oz. 

8V4 inch—for use with No. 890. Net wt., 10 oz. 

8»/ 2 inch—for use with No. 890. Net wt., 10 oz. 

9 inch—for use with No. 890. Net wt.. 11 oz. 

11 inch—for use with No. 890. Net wt., 11 oz. 
12*4 inch—for use with No. 891. Net wt., 11 oz. 
14 inch—for use with No. 891. Net wt.. 13 oz. 


Piston Ring Expander. Similar to K-D 890 but 
made larger to handle adaptor rings from 11" to 14" 
diameter. Sold individually. Adaptor rings are pur¬ 
chased separately. When ordering, be sure to specify 
Adaptor size. K-L) 891. net wt., 12 oz. 


ADAPTOR RINGS FOR K-D 890, 891 


Sizes from 5" to 14" diameter for use with K-D 890. 891 Piston 
Ring Expanders. Made of aluminum, correctly machined, easy to 
handle. A spring plunger is located in the adaptor opposite the Ex¬ 
pander Jaws to hold the piston ring ends against the jaws until the 
operation is completed. Ring size is clearly stamped on each Adaptor. 

Furnished in the following diameters from stock. Other sizes on 
request. 

5 inch—for use with No. 890. Net wt., 10 oz. 

5*4 inch—for use with No. 890. Net wt., 10 oz. 

6 inch—for use with No. 890. Net wt., 10 oz. 


K-D TOOLS 

make kaul jc4> awn, 

AT JOBBERS EVERYWHERE 


Be sure the proper size Adaptor is used—ring size is clearly stamped 
on each Adaptor. Place Piston Ring in Adaptor with Expander Jaws 
between ring ends. Apply sufficient pressure on Handles to hold the 
Piston Ring securely in Adaptor. 


Turn the Expander over and move it down the piston to the proper 
groove, installing the lowest ring first, as in illustration. Push the 
Expander toward the Piston and enter the ends of the ring into the 
groove. When you are sure the ends are properly entered, release 
the handles and remove the Expander from the piston. Reverse the 
operations for removing rings, starting at the top of the piston. With 
ring ends toward you, press ring flush with the piston on side op¬ 
posite you and place the Expander in position. 


OPERATION OF K-D 890, 891 


TOOLS MAKE HARD JOBS EASY 


ror removing, replacing large piston rings, 
5" to 11" diam. 


This tool, through the use of Adaptors, removes, replaces piston 
rings—diameters 5" to 11". Correct in design principle, it expands 
the ring with no possibility of distortion. Adaptors are easily changed 
from one size to another by means of wing nuts. Jaws are tempered 
for long service. All steel parts are plated to prevent rust. There are 
no special or difficult operations involved in the use of this tool. It 
is the safest, easiest, one-hand tool of its kind on the market. 


For rings larger than 11", see No. 891. Also see Adaptor Rings 
and Operation of 890, 891. 


K-D 890 Piston Ring Expander is sold individually, and not as a 
set. Adaptor rings are purchased separately. When ordering, be sure 
to specify Adaptor size. K-D 890, net wt., 12 oz. 


SEE INDEX, PAGES 1, 2. 16 




























K-D WHEEL STUD RIVETING DIE SETS 



For removing and installing wheel studs. Designed for shops 
with an average amount of wheel work. Dies and Anvils 
tempered and Rockwell tested. Complete instructions 
furnished. 

Services both flat and round 
head studs. 



ANVILS ONLY 

A 565 A 570 A575 



A565 

A570 

A575 


For 565RD, 567RD, 569RD and %" studs. One 
end of anvil recessed for round-head studs, other 
end is flat. Net wt., 1 lb., 10 oz. 


For W flat head studs. Net wt., 2 lbs.. 4 oz. 


For W flat head studs. Net wt., 3 lbs. 


NOTE: When ordering any of this equipment, please use the type 
numbers given to avoid confusion. 


S565 

S567 

S570 

S575 


Set f or Chevrolet and Pontiac, 7/16" Stud - : Con¬ 
sists of 565RD Die, Base and Anvil. Net wt., 7 lbs. 

Set for Chevrolet truck 9/16" Stud. Consists of 
567RD Die, Base and Anvil. Net wt., 7 lbs. 

Set for Ford-built cars, W Stud. Consists of 570RD 
Die, Base and Anvil. Net wt., 8 lbs. 

Set for Ford AA and BB Truck, 3 -4" Stud. Consists 
of 575RD Die, Base and Anvil. Net wt., 8 lbs.. 4 oz. 


BASES ONLY 


BASE 



B565 

B570 

B575 


For Anvil No. A565, and Dies No. 565RD, 567RD. 
569RD. Net wt., 2 lbs.. 4 oz. 


For Anvil No. A570. Net wt., 2 lbs.. 14 oz. 


For Anvil No. A575. Net wt., 2 lbs.. 14 oz. 


RIVETING DIES ONLY 

Cl 


565RD 

567RD 

569RD 

570RD 

575RD 


For 7/16" Stud. Net wt., 2 lbs., 5 oz. 


For 9/16" Stud. Net wt.. 2 lbs., 4 oz. 


For %" Stud. Net wt., 2 lbs., 4 oz. 


For W Stud. Net wt., 2 lbs., 5 oz. 


For 3 /4" Stud. Net wt., 2 lbs., 4 oz. 
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K-D 420 RADIO AERIAL PLIERS 




For Ford, Mercury, Lincoln, Nash. Cadillac, 
Packard. 


A spanner type pliers for removing and installing the cone shaped nut 
used on many fender aerials ol the above cars. Also lor many other 
light spanner wrench jobs. Tempered. Rustproof finish. 7% long. 
Net wt., 4 oz. 


) 


K-D TOOLS MAKE HARD JOBS EASY 


17 SEE INDEX, PAGES 1, 2. 



























K-D 435 DOOR HANDLE REMOVER 


K-D 430 DOOR HANDLE SPRING REMOVER 


rWHimn**" 


Safely and quickly 
removes interior 

door handles _ 

using a spring vS 
clip like this O 


For removing 
interior door ^ 
handle springs 
like this. 


For all Chrysler, DeSolo, Dodge, Plymouth 
from 1955. Also services 1955 Packard. 


To remove retaining springs on interior door 
handles of Chevrolet, Pontiac, Oldsmohile, 
Buick, Cadillac since 1933; Ford, Lincoln, 
Mercury since 1951. Also services Nash. 


On door handles held by a spring clip retainer, the spring clip must 
be released from a groove in the shaft before the handle can he re¬ 
moved. K-D 435 is especially designed to do this job quickly with¬ 
out any possible damage to the upholstery. The tool is also used for 
removing interior door trim panels. The pronged jaw prevents the 
clips from pulling through the panel. All steel rustproof construc¬ 
tion. Jaws correctly tempered. Non-slip handle grips. 9" long. 
Packed in carton with complete instructions. Net wt. 8V6 oz. 


K-D 430 provides a fast, sure way for reaching, removing horseshoe 
retaining springs used on interior door handles of the above cars. 
Won’t mar upholstery, reduces danger of flying springs. Strong, all 
steel construction with new design spring steel jaws. Rustproof 
finish. Length 1W. Individually boxed with full instructions. Net 


OPERATION OF K-D 435 


OPERATION OF K-D 430 


I .To remove the door remote-control handle or the window regu¬ 
lator handle, be sure the shank of the handle is pointing down. 
Always insert the tool from the left side, as illustrated above. The 
pronged jaw slides between the handle boss and the upholstery pro¬ 
tecting washer until the lip between the prongs contacts the spring 
clip, as shown in diagram below. Follow instructions—do not at¬ 
tempt to pry handle off. (Guarantee void if so used.) On Chrysler 
Imperial, door opening handle is set horizontally above the arm 
rest—the pronged jaw must therefore be beneath the handle. (On 
1955 Packard, contact and release of the spring clip is with the 
ends of the pronged jaws only.) 


Rolling out" spring. 


LIP 

BETWEEN 

PRONGED 

JAW 


Correct method to grip spring. 


Press back escutcheon plate, reach after spring. It’s a "fishing” job, 
best accomplished by engaging one jaw in the bend of the spring, 
and the other jaw on the end as shown. "Roll” spring out. 


Squeeze handles together gently so 
clip will be released from its groove. 
" feeling your way,” the handle can 
v be removed by pulling towards you. 
p remains in handle. 


11" x 14" counter card in 2 bright 
colors fully describes and explains 
use of tool. One tool mounted on 
face of card. Card fastened to small 
metal bin which contains eleven in¬ 
dividually boxed tools ready for sale. 
Total 12 tools. Shipped complete— 
nothing to assemble. Bin can be 
refilled. New wt. 2 lbs.. 10 oz. 


12 individually boxed tools packed 
in a metal edged counter display 
carton. Net wt., 6 3 /4 lbs. 


SEE INDEX, PAGES 1,2. 



















TO O f 



1. Insert probes of tool lengthwise into cut. 

2. Turn tool at right angles to cut, press handles together to spread 
jaws, exposing imbedded object. Pry out with any pointed instru¬ 
ment or grip with serrated inside face of jaws and lift out. Removes 
all question of doubt—you see when a cut is clean. 


K-D 425 LAMP BULB PLIERS 




Removes, installs hums. 


The right tool for removing and installing all types of lamp bulbs. 
Jaws milled with sharp teeth and templet fitted to exact diameter of 
bulb base to insure even, non-slip grip on base of bulb and prevent 
danger of cracking glass. Offset jaws to prevent scratched reflectors. 
Tempered. IV 2 " long, net wt., 4 oz. 


SEE INDEX, PAGES 1, 2 


A necessary tool for everyone who renders tire service. Provides a 
fast, safe means of spreading cuts in the tread without danger of 
cutting or mutilating tire. Prompt removal of imbedded foreign 
bodies lengthens the life of the tire. Positively necessary for check¬ 
ing tubeless tires. A quick check of tires provides garages and serv¬ 
ice stations with another customer good will service. Sturdy, all-steel 
construction. Tempered steel probes. Rust-proof cadmium plated 
finish. Length 6 ". Net wt., 4 oz. 


K-D 428 HOSE CLAMP PLIERS 


OPERATION OF K-D 428 


K-D 1500 TIRE PROBING TOOL 


OPERATION OF K-D 1500 


For removing, installing self-lightening wire 
hose clamps located at any position on the 


K-D No. 428 with swivel jaws makes the job of removing these 
clamps easy. Slim to reach inlo tight places to remove or install 
clamps. Jaws swivel through 180°, permitting removal or installa¬ 
tion at any position. Deep slots in the jaws hold the clamp securely 
and safely. All steel construction with tempered jaws, knurled han¬ 
dles. Services all sizes of self-tightening spring wire hose clamps, 
large or small, industrial and automotive. Jaws will close fully so 
small size clamps can be expanded completely. Length. S'/fc inches. 
Net wt., 6*/2 oz. 


r Spreads tread for easy removal of foreign 

13UU ,,odiea 


Dvercomes difficulties 
of removing and. JL 
installing nose 
damps like tkis rAJ 


Clamp ends are inserted in jaw slots. Pressing handles together ex 
pands clamp for removal or installation. 
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K-D 111 UNIVERSAL IGNITION POINT 
ALIGNING TOOL 


K-D 113 IGNITION POINT WRENCH 






For aliening contact points right in the dis¬ 
tributor. 

Designed to handle all kinds of points in all types of distributors, 
including Ford. The illus. under "Operation” show each of the four 
arms in use on the type point it is made to service. Carefully forged 
and machined, correctly tempered for complete satisfaction and long 
service. Complete instructions furnished. Net wt., 5 oz. 

OPERATION OF K-D 111 
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K-D 112 IGNITION POINT WRENCH 




For 1953-54 Chevrolet*. 


Removes, installs locking nut on the movable point in 1953-54 
Chevrolet distributors as shown in illus. Specially designed for the 
job. Carefully machined, correctly tempered. Net w r t., 2 oz. 



\ 
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( 



A single end wrench for Delco heavy duty points with a "T” han¬ 
dle. Wrench same as corresponding arm on K-D 111. Carefully 
machined, correctly tempered. Net wt.. 5 oz. 
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K-D 115 IGNITION POINT ALIGNING TOOL 


SgMj 


3fn 




For aligning contact points right in the dis¬ 
tributor. 

Designed to handle all kinds of points in all types of distributors 
including Fords with the exception of Delco Heavy Duty stationary 
points. The illus. under "Operation” show each of the 3 arms in 
use on the type point it is made to service. Carefully forged and 
machined, correctly tempered for complete satisfaction and long 
service. Net wt., 5 oz. 

OPERATION OF K-D 115 
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K-D 444 LAMP BULB GLOVE 



Removes, installs bulbs. 



Pliable rubber cup, ribbed inside, grips 
glass of bulb and makes removal and 
installation of lamp bulbs safe and easy. 
Also ideal for use on amplifying tubes. 
Small size and low price makes 444 a 
MOTORISTS ITEM. Packed only in 
bulk. Net wt., 10 oz. per dozen. 




SEE INDEX, PAGES 1, 2. 20 






















110 Ignition Kit. Pocket size plastic kit contains Nos. 114, 
I / 116, 117, 118 Ignition Wrenches only. Nos. 112 and 

115 are not included. Kit 3V4" x 4V6". Net wt., 4 oz. 


OPERATION OF IGNITION KIT TOOLS 


For hanging clothes neatly in auto*. 

Every motorist is a prospect for a pair. 


Low cost, auto clothes hanger holds on car window without bolting 
or assembling. Window can be closed tight. Deep (lange prevents 
Trav-L-Rak from jumping off when w indow is open. Special safety 
catch prevents hangers from falling off. Holds many garments crease 
and wrinkle free. Light weight, strong, neat looking with rustproof 
cadmium finish. Can be imprinted one to five lines using 1/16" 
high letters for advertising souvenir. Submit your copy for quotation. 


12 TRAV-L-RAKS on 3 color easel-back 
display card, 11" wide x 14" high. For 
Filling Stations, Dealers, etc. TRAV-L- 
RAKS quickly slip in or out of slots in 
card. Net wt. dozen, 2 lbs. 


!1 SEE INDEX, PAGES 1, 2. 


K-D 110 CONTACT POINT WRENCH 


K-D IGNITION KITS 


For almost any type ignition adjustment. 


Many ignition ills can be blamed on incorrect point adjustments on 
voltage regulators and distributors. These K-D kits were created to 
meet the demand for a complete set of tools to do all types of igni¬ 
tion servicing quickly and accurately. They are the result of long 
and careful study by ignition experts. Each tool is properly tempered 
for long service and complete satisfaction. 


1 Ofl Ignition Kit. Same as 122 Kit above without No. 112 
I L U Ignition Wrench. Net wt., 9 oz. 


Ignition Kit. Complete enough to make almost any igni¬ 
tion adjustment. Pocket size button flap plastic case 
4 15/16" x 4 5/8". Contains No. 112 Ignition Wrench; 
No. 114 Ford Governor Spring Adjusting W rench; No. 
115 Ignition Point Aligning Tool; No. 116 Autolite & 
Delco Voltage Regulator Tool; No. 117 Offset Screw¬ 
driver for Ford V-8 Ignition Point Clamping Screws; 
No. 118 Ford Voltage Regulator Tool. Net wt., 11 oz. 


Removes, installs stationary points on Auto¬ 
lite tvpe distributors. 


End wrench breaks loose lock nut. Socket on opposite end spins 
point in. out. Includes clearance gauges from .015" to .030" for 
checking. Rust proofed. 3%" long. 


1. Break loose lock-nut holding old point. 

2. Spin out old point. 

3. Socket holds point securely—starts easy. 

4. Spin in new point. 

5. Measuring clearances from .015" to .040". 


Strong, eye-catching counter-display. 
11" x 14". Holds 12 tools. Easel 
back for quick set up. Chart on back 
shows distributors tool will service. 
Net wt.. 1 lb., 2 oz. 
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K-D 49 TRAV-L-RAK 
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Kit contains one standard nose slip joint, one needle 
nose pliers plus 3-in-l screwdriver. Kit 3 3 4" x 4 W. 
Button flap. Net wi.. 5 oz. 


C l/r Kit contains one standard nose slip joint, one needle 

«^l\ V nose pliers; one ball peen hammer; one 3-in-l screw¬ 

driver; one stainless steel 4" rule calibrated in mms and 
1/32". Button (lap plastic case, 5" x 4 W. Net wt., 
7V4 oz. 


Pliers Kit. A handy pocket size roll with 4 distinct 
types of pliers: No. 6 Standard with slip joint; No. 7 
Parrot with slip joint; No. 8 Needle; No. 9 Flat. Each 
414" long. Forged steel, jaws milled, handles knurled, 
all tempered to correct hardness. Cadmium plated, rust¬ 
proof finish. Roll measures 3" x 4 3 4" x W thick, folded. 
Net wt.. 6 oz. 


Essential tools for small work. These kits appeal to everyone— 
men, women, and youngsters because they are so handy for fixing 
"small things." Fine for sportsmen, hobbyists; indispensable around 
the home, office or workshop. Nothing like them for fixing ladies’ 
costume jewelry. Ideal as gifts, premiums or prizes. 

Pliers beautifully fashioned from bright finish alloy steel, tempered 
to last a lifetime. Each 414" long. Engine turned, brass screwdrivers 
have hardened and ground blades. Packed in attractive plastic cases. 
Cases can be imprinted. Submit your copy for quotation. 


Kit contains one standard nose slip joint, one needle 
nose pliers. Light blue plastic kit. No screwdriver. Kit 
3V4" x 5". Net wt.. 4 oz. 


Pliers Kit. Three pliers: No. 6 standard nose slip joint; 
No. 7 parrot nose slip joint: No. 8 needle nose. Red 
plastic case 4%" x 5 l 4". Net wt., 5 oz. 


I ool Kit. Contains one amber handle screwdriver 2 3 4" 
long with 1/16" bit for tiny screws; one 4" stainless 
steel rule calibrated in mms. and 1/32"; one 4" half 
round needle point jeweler’s file. Red plastic case, 
2W x 4 3 4" folded. Net wt.. 2V 2 oz. 
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K-D 20 RATCHET WRENCH SET 


K-D 27 OFFSET RATCHET BIT SET 



Each wrench is a complete unit with no heads to change. Ratchet 
reversible. Screw or nut held in place for "upside down” work, as 
in boxsocket. Correctly tempered heads and ratchets. Sizes range 
from 3" to 4 W long. No. 26 double end screwdriver bit to fit %" 
wrench included in kit. 

This kit is very popular with Plumbers for use on chrome and brass 
acorn nuts. Avoids damage. Net wt., set, 10 oz. 



A screw being started with fin- Offset screwdriver bit in one of 
ger. Ratchet teeth extend be- many applications, 
yond housing for the purpose. 


ORDER INDIVIDUAL WRENCHES BY NO. 


3/8" Wrench. 3" long. Net wt., 1V6 oz. 

22 7/16" Wrench. 3V4" long. Nel wt., 2 oz. 

23 1/2" Wrench. 4" long. Net wt.. 2Vfe oz. 

24 9/16" Wrench. 4Vfe" long. Net wt., 3 oz. 


26 


Screwdriver Bit. 3 /i" long. Net wt., 1 oz. 


v 


r 
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One bit for Phillips, Reed & Prince screws No. 
0-12. Five bits for hex key sizes 5/64", 3/32", 
1/8", 5/32", 3/16". Two bits for standard slots 
3/16", 5/16" wide. 


For all types of close, tight work, also for right angle applications 
where screwdrivers can’t reach. 

Set consists of K-D No. 27W’ double end ratchet wrench plus four 
additional bits, Nos. 27A, 27B. 27C, 27D. 

Vx " hex opening on one end of wrench, 5/16" on other. Reversible 
ratchet. Bits held in place for "upside down” work as in box-socket. 
Correctly tempered. Rustproof cadmium plated finish. 37s" long. 
Complete set packed in plastic case, net wt., 4 oz. Bits accurately 
forged, correctly tempered, 1 W long. 



ORDER INDIVIDUAL BITS BY NO. 


97A Bi,: one end for Phillips, Reed & Prince screws Nos. 0 
LI rA to 12: other end slotted screw bit 9/32" wide. For 
wrench No. 27W. 

Q'Tn Bit: Slotted Screw bit 3/16" wide and W hex socket 
L / D key. For wrench No. 27W. 

f\ “7 C Bit: Keys for hex sockets 5/64" and 3/32". For wrench 
L / L No. 27W. 

Bit: Keys for hex sockets 5/32" and 3/16". For wrench 

L / U No. 27W. 

O Tf r Keys for hex sockets Vfe" and 5/32". For wrench No. 

LI L 27W. 

O 7 C Keys for hex sockets 3/16" and 7/32". For wrench 
LIT No. 27W. 

27G Keys for hex sockets Vi" and 5/16". For wrench No. 

l)7\ A f Hatchet Wrench with Vi" and 5/16" openings. 3%" 

L / VY long. (Used in No. 27, 27-S and 27-SP Sets.) 

A_ / 
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Ratchet Wrench with No. 27A Bit. Single end wrench 
with 5/16" opening. 2%" long. Net wt., V/z oz. 



Features a patented reversible bit. One end fits ALL 
Phillips head type AND Reed and Prince type screw- 
heads Nos. 0 to 10. Opposite end 3/16" wide bit for 
slotted screws. Fluted brass handle contains 3 smaller 
sizes standard blades. All blades correctly shaped and 
tempered. Net wt., 4 oz. each. 6 3 /i" long. Can be im¬ 
printed, not more than two lines. Write for price. 


K-D 27-SP RATCHET BIT SET 



One hit for Phillips, Reed & Prince screws 
No. 0-12. Eight bits for hex sockets 5/64", 
3/32", 1/8", 5/32", 3/16", 7/32", 1/4", 
5/16". 

Plastic kit contains one No. 27W ratchet wrench with Vi" and 
5/16" openings, and Nos. 27A, 27C, 27E, 27F, 27G double end 
Bits. Net wt., 4 x h oz. Set. 



27 S 


Same as No. 27-SP Kit above without No. 27A "Phil¬ 
lips” Bit. Net wt., 4 oz. 
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K-D SCREWDRIVERS 




3-in-l screwdriver, knurled brass handle. 4%" long. 
Hardened and ground blades. Packed 12 to display box. 
Net wt. dozen, 13 oz. 




4-in-l screwdriver, knurled brass handle. Hardened and 
ground blades. 6V6" long. Packed 12 to display box. Net 
wt. dozen, 2 lbs., 3 oz. 



Packed 12 to a colorful 
sales display card, easel 
backed. Net wt., 3 lbs. 


/ 
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K-D 99 CONVERTIBLE HACKSAW FRAME 



99 The saw that "CUTS AROUND CORNERS” 

Spans obstructions and projections on difficult jobs. An all steel 
saw frame with a quick blade change. Stops provided to fit 3", 
4 V2", 6", 8", 10", 12" blades. One 3", one 12" blade furnished. 
Saws in places impossible to reach with conventional frames with 
3" or 4 W blade installed. Streamlined backbone saws in openings 
to 3/16". To change blade: release lever on tension bar, install 
blade, reset lever. Correct tension assured. 

Backbone and handle integral, providing great strength, rigidity. No 
loose parts; frame cannot "jaeknife.” Comfortable pistol grip cor¬ 
rectly angled for balance. Net wt., 1 lb., 7 oz. 


K-D “FLEX-TUNG” HACKSAW BLADES 

The finest quality blades, correctly tempered for dependable, long 
life. One dozen to a package. 






Fiia oil 3 dlota 




Fits-All screwdriver contains 5 screwdrivers in one han¬ 
dle. A compact versatile tool needed in every toolbox. 


13 

14 
17 


3 inch blade. Net wt., 
dozen, 3 oz. 


4 x h inch blade. Net wt., 
dozen, 4 oz. 


15 

16 


12 inch blade. Net wt.. 
dozen, 9 oz. 


10 inch blade. Net wt., 
dozen, 7 oz. 


6 inch Jr. blade, Vi" wide, .014" thick, 32 teeth to inch. For 
use in spring steel frames. Net wt. dozen, 2 oz. 


\ 
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K-D 30 SOCKET SCREW KEY SET 


K-D 33 SOCKET SCREW KEY ASSORTMENT 
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Seven hex keys plus extension handle in plastic 
kit. 


One key each in following sizes: 5/64". 3/32", 1/8", 5/32", 
3/16", 7/32", 1/4". These keys will fit: Nos. 3-4-5-6-8-10-12 and 
1/4" and 5/16" set screws; also Nos. 1-2-3-4-5-6-8-10 and 12 cap 
screws. K-D No. 28 Extension Handle with knurled grip also 
included. Kit 37s" x 5%". Net wt., 7 oz. 


SOCKET SCREW SIZES 


HOLLOW SOCKET HEAD! FLAT HEAD STRIPPER PIPE 

SET SCREWS CAP SCREW5 CAPSCREWS BOLTS PLUGS 


Eleven hex keys, size .050" to 3/8" in metal kit 


Eleven accurately forged, correctly tempered keys plus extension 
handle to use on short end of key when long end must he used to 
turn screw (see illus. below). Two holes in one end of extension 
take keys from .050" to W. Larger hole in opposite end for keys 
V6" to %". Easy-to-read chart stamped in container shows both set 
screw and cap screw sizes with corresponding hex key sizes. Set ideal 
for workbench or tool box. 

Kustproof, cadmium plated kit with hinged retaining clamp, 5%" x 
5 3 /i". Net wt.. Set. 1 lb.. 8 oz. 


Using Extension Handle on 
short end of key when long 
end is used to turn screw. 


Screw Sizes 

Key 

Set 

Cap 

Size 

4 


.050" 

5-6 


1/16 

8 

4 

5/64 

10-12 

5-6 

3/32 

1/4 

8 

1/8 

5/16 

10-12 

5/32 

3/8 

1/4 

3/16 

7/16 

5/16 

7/32 

1/2-9/16 


1/4 

5/8 

3/8-7/16 

5/16 

3/4 

1/2-9/16 

3/8 


This chart is stamped ir 
the container for easy ref 
erence. 
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K-D 29 SOCKET SCREW KEY KIT 





W 1 


00 


Specially designed for over-the-counter selling. 


Eleven sizes of K-D hex keys packed in a bright orange, metal 
counter display. Display and kev size reference card in hinged lid. 
Reference chart on card follows bin arrangement showing size and 
popular applications of each key. K-D socket screw keys are inter¬ 
mediate lengths, making them practical for all work. Net wt.. 12 
lbs. Set. Sizes .050" to W are packed in quantities as follows: 


.050" diam.25 keys 

1/16" diam.35 kevs 

5/64" diam.35 kevs 

3/32" diam.35 keys 

1/8" diam.35 kevs 

3/8" diam.. 


5/32" diam.35 keys 

3/16" diam.20 kevs 

7/32" diam.20 keys 

1/4" diam.20 keys 

5/16" diam.10 keys 

. ... 10 kevs 
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K-D INDIVIDUAL SOCKET SCREW KEYS 


K-D keys are practical intermediate lengths for all work compared 
with standard long and short keys. Accurately forged, correctly 
tempered. Prices on special lengths and large quantities on 
application. 


25 SEE INDEX, PAGES 1, 2. 














































K-D EXTENSION HANDLES FOR 
SOCKET SCREW KEYS 


K-D HAMMER TYPE WHEEL PULLERS 



For use on the short end of a key when long end must be used to 
turn screw (see illus. under No. 30 Set). Short end of key fits into 
hole in end of extension. Diagram shows large eounterbore in one 
end, 2 counterbores in opposite end. All steel, rustproof cadmium 
finish. 2 sizes. 


31 

28 


Extension Handle. Accommodates keys from .050" to 
Length 5 3/16". Net wt., 4 oz. 

Extension Handle. Accommodates keys from 5/64" to 
W. Length 3%" Net wt., 2 oz. 



K-D 90 NAILPULLER 



A powerful, convenient tool for general use. 
Poeketsize. 

Carpenters favorite, also used by Electricians, Floor Layers, Ship¬ 
ping Rooms, Maintenance Men, Farmers, everyone. No. 90 is a 
small, extra-leverage hand tool for pulling nails and wire fence sta¬ 
ples. Only 12 inches long, carries in pocket. Satisfaction guaranteed 
up to tenpenny nails. Powerful, easy to use, especially convenient 
in tight places where ordinary bar pullers are too large and awk¬ 
ward to manage. Rugged construction with hardened, tool-steel 
counteracting jaws. Rustproof cadmium finish. Net wt., 11 oz. 

Packed in counter display carton—6 Nailpullers, individually boxed, 
plus display board. Net wt., 4V6 lbs. 

OPERATION OF K-D 90 



Rest rocker securely on wood surface 
with puller jaws straddling nail head. 
Strike top of upright member with ham¬ 
mer until both jaws are driven in wood 
under hail head. Raise handle until jaws 
grip nail, then pull. With nail started, 
only one hand is necessary to pull it all 
the way. For double leverage, engage 
claw hammer on pin in upright mem¬ 
ber—pull with both hands. 



\= 
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For quick removal of wheel hubs without damage to the 
axles. See Axle Size Chart, Page 27. 



These Pullers provide a quick, convenient method for jarring wheel 
hubs loose without damage to axles. The threads are guaranteed not 
to strip. Pullers specially heat treated for hard service. Short style 
only in complete range of thread sizes. All sizes 1%" long, except¬ 
ing: size 1 W x 7 is 1 W long; sizes 1 Vi" x 7 and 1 W' x 6 are 1 3 A" 
long. K-D Hammer Type and Bingo Wheel Pullers are furnished in 
following axle sizes: 


5/8"x18 

1" x 14 

3/4"x16 

1-1/8" x 7 

3/4"x 20 

1-1/8" x 12 

13/16"x16 

1-1/4" x 7 

7/8"x14 

1-1/4" x 12 

7/8"x16 

1-1/2" x 6 

7/8"x18 

1-1/2" x 12 



with assortment. Contains sizes x 18, 3 /4" x 16. 
x 14, l /# x 14, and 1W x 12. Net wt., 2 lbs., 5 oz. 



Lower priced line. Same axle sizes as K-D Hammer Type Wheel 
Pullers above. One type only, 2W inches long. Not subject to 
return for replacement. 


800B 


Bingo’* Puller Set in metal edged fibre box. Sizes 
x 18, 3 4" x 16, %" x 14, 1" x 14, 1 W* x 12. Net 
wt., 3 lbs., 8 oz. 



800C 


"Bingo” Puller Set. Sizes W x 18, %" x 16, Vs" x 14 
packed in metal edged fibre box. Net wt., 1 lb.. 12 oz. 



SEE INDEX, PAGES 1 , 2 . 26 





















K-D 804 AXLE PULLER SET 



Set consists of a long machined bar with sliding percussion hammer 
plus 3 adaptors to fit popular size axle shafts. Adaptors are threaded 
on end of axle shaft, and bar is threaded into adaptor. Striking 
hammer against hex nut at other end of bar pulls axle. 

Adaptor sizes are: %" x 18, 3 /4" x 16, %" x 14. Also included in Set 
is a Driving Cap, which, when threaded into end of the adaptors 
converts them into knock-off wheel pullers. See "Adaptors” below 
for 1" x 14 size not furnished with Set. 

Tool ruggedly constructed of machined steel parts for long depend¬ 
able service. Rustproof, cadmium finish. Adaptors heat treated for 
hard wear, but not subject to return for replacement. Bar length 20 
inches; Adaptors each 214 inches long. Net wt.. Set, 6 lbs. 

OPERATION OF K-D 804 



After wheel, hub, brake drum are removed, disconnect the brake 
tube, remove brake support and outer oil seal. Thread the proper 
size adaptor to the axle shaft, then screw the bar onto the adaptor. 
Strike slide hammer sharply against hex nut on bar to pull axle shaft 
and inner oil seal. 


ADAPTORS FOR K-D 804 AXLE PULLER SET 



805 

806 

807 

808 
809 


Size W x 18. 214" long. Net wt., 6 oz. 


Size 3 /4" x 16. 2 X A" long. Net wt., oz. 


Size x 14. 214" long. Net wt., 9 X A oz. 


Size 1" x 14. 2 X A" long. Net wt., 12 oz. 


Driving Cap. Threads into the Adap¬ 
tors above to convert them into knock¬ 
off wheel pullers. 1 *4" long. Net wt. 
2 V6 oz. 



AXLE CHART FOR WHEEL PULLERS 


Passenger Cars 

YEAR AND MODEL AXLE NUT SIZE 

BlIICK 

*1934-36—90. 1" x 14 

*1926-35—Sid. 50, 60. 1" x 14 

CADILLAC 

1929-48—All models excepl V8-60. l'A" x 12 

*1936—V8-60. 1" x 14 

CHRYSLER 

*1934-55—All. 14" x 16 

DESOTO 

*1934-55—All Models. %" x 16 

DODGE 

*1930-55—All except DO, DK, 8 Cyl. %" x 16 

*1932-34—DO, DK, 8 Cyl. %" x 14 

FORD 

*1910-48—All. %" x 18 

HUDSON 

1934-54—All. 14" x 20 

KAISER-FRAZER 

*1947-54—All. 1" x 14 

MERCURY 

*1938-48—All. %" x 18 

NASH 

*1932-55—Ambassador.. Ta" x 14 

*1946-55—Rambler & Statesman... 14" x 16 

OLDSMOBILE 

*1924-36—All. 1" x 14 

PACKARD 

*1937—48—All excepl Super 8 and 12 Cyl... %" x 14 

*1928-48—Super 8 and 12 Cyl. 1" x 14 

*1935-36—120, 120B. %" x 14 

PLYMOUTH 

*1929-55—All. 14" x 16 

STUDEBAKER 

*1951-55—Com. and Champion and 1955 President. %" x 14 

*1935-50—Pres., Com. and Dictator. 1" x 14 

*1939-50—Champion. 14" x 16 

*1934-36—President C, 2C. 1" x 14 

*1932-33—55, 56, Pres. 82, Com. 73. 7 /a" x 14 

1934—Com. B, Diet. A. 7 A" x 16 

WILLYS 

*1937—18—All (except 4 Wheel Drive). 14" x 16 


Trucks 


CHEVROLET 

1934-35 VA Ton. I 1 /*" * 12 

1934-35— 1 '/•> Ton, (Dual Wheel). l'/i" * 12 

DODGE 

*1928-54—F10, UF10, HC, HCL, KC, KCL, KCLX, 

LC, MC, RC, TC. 14" x 16 

*1929-30—1 and V/t Ton, 140" Wheelbase. 1" x 14 

FORD 

*1935-54—50, 67, Commercial 'h Ton. W x 18 


*K-D 804 Axle Puller Set Applicable. 

__ / 
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Operating Hand Wheel. 


For Plunger Bar, Ratchet Lock, Plunger Bar Hand Wheel or com¬ 
plete Plunger Bar Assembly, see 380 above. Also see 380 above 
for Nos. 32, 35, 38 Replacement Jaws. 


See 380 above for Nos. 32, 
35, 38 Replacement Jaws. 


K-D 55 S.A.E. 3 LB. ASSORTMENT 


See 380 above 
for Nos. 32, 35, 
38 Replacement 
Jaws. 


Operating 

Handle 

Assembly. 


REPLACEMENT PARTS 


ADJUSTMENT AND REPAIR POLICY. We do not author¬ 
ize the free replacement of any K-D Tools from Jobbers 
stock. Broken, or so-called "defective” tools may be re¬ 
turned prepaid to the factory for repair if possible, or re¬ 
placement at our option. Repair charges, if any, and return 
transportation will be invoiced. Charges depend on the con¬ 
dition of the tools and the number of new parts required. 


Ratchet Lock. 


Hand Wheel 



(T 

\jt 

Plunger Bar 

\ 

W thick.* 

a P 

> c 

Jali 

u 

Complete (jLjSL 

u 

Plunger Bar g 

^ Assembly. 


Made of highest quality steel available and conform strictly to S.A.E. 
and U.S. Standard. Sizes from W to 1" incl. They are cut flat and 
clean, and the holes are always centered. Packed in attractive 1 lb. 
boxes, in 5 lb. boxes, or in bulk. See K-D Catalog Supplement No. 
28W for types, sizes, prices, etc. 


K-D “BRITE-STEEL” WASHERS 




N. 

No 




A convenient, moderate assortment of 6 popular 
sizes K-D Washers. 


Sizes 3/16", 1/4", 5/16", 7/16", 1/2". Contains one half pound 
of each size individually boxed. Approximately 580 pieces total, all 
packed in a substantial metal edged counter display carton to insure 
delivery' in first rate condition. Bright, rustproof cadmium finish. 
Carton 5V4" x 6%" x 1 W'. Net wt., 3 lbs., 4 oz. 


See 380 above 
for Nos. 32, 35, 
38 Replacement 
Jaws. 


Ratchet Bar and Thumb Latch. 


Plunger Bar and Lock. 


REPLACEMENT PARTS CONTINUED NEXT PAGE 
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REPLACEMENT PARTS CONTINUED 



Jaw 

adjusting 

Thumb 

Screw. 



428 


o 

Swivel Jaws and Lock Washers. 

%>o 

4 


600 



Upper Jaws (specify 
right or left side). Riv¬ 
ets, and Jaw Adjusting 
Thumb Screw. 



Lower Jaws (specify 
right or left side). Riv¬ 
ets and Jaw Adjusting 
Thumb Screw. 


•=«' 


Ratchet Lock with 2 
Rivets and Spring. 


608 


Left Jaw, 
Spring and Rivets. 



Right Jaw, 

Spring and Rivets. 



Ratchet Lock, 
Rivets (2), and Spring. 



Upper Jaws (specify right 
or left side). Bolts, and 
Jaw Adjusting Thumb 
Screw. 


918 



Jaw Plate 
Rivets 


29 SEE INDEX, PAGES 1,2. 


930 



Jaws (specify right or 
left side). Bolts, and 
Jaw Adjusting Thumb 
Screw. 





935 



Upper Jaws, Stud and 
Rivets (2). Specify right 
or left side jaw. 





Lower Jaws, Studs (2). 
Specify right or left 
side jaw. 


= 3 ^ 


Rubber Cups for Valve Grinders. 



13/16", 15/16", 1-1/16", 1-1/8", 1-3/8" diameters. 
Be sure to specify diameter when ordering. 

















Regular advertising keeps mechanics posted 

on K-D TOOLS. 


J 



These tradepapers carried reg¬ 
ular monthly messages about 
K-D Tools to mechanics all over 
the world throughout 1955: 

Automotive World (Export) . . .circulation 

Commercial Car Journal . circulation 

Motor . circulation 

Motor Age . circulation 

Motor Service . circulation 

Southern Automotive Journal, .circulation 


In the trade paper list at the left, over 2 million, 428 thousand 
messages a year go out to the mechanics all over the globe, 
telling them what’s new in K-D Tools, how to use them, and 
what K-D Tools are best for specific jobs. 

This information has been published regularly in ads each 
month, to keep those people informed who rely on tools to 
earn their living. From a beginning of a few tools to service 
very early Ford motors, the list now includes well over 125 
items, each designed to do a particular job easier and faster. 

K-D Tools are available at Jobbers everywhere. 


39,961 

37,200 

87,063 

74,081 

152,254 

26.378 


K-D MANUFACTURING CO., LANCASTER, PA., AND HAMILTON, ONTARIO 














